Yagi Antennas UHF Series

These antennas provide a low-cost solution for point-to-point service,
rural telephone, portable comlinks and long range repeater access.
The square tube boom construction with solid rod elements enable
outstanding durability.

Key Features
@ EverSealed feed system reduces environmental vulnerability.

H

Balanced AntennaFeed system provides a clean radiation
pattern.

@ Mounting hardware included.

m No field tuning is required to obtain maximum performance.
General Specifications ’

Model 460-3

Maximum Power: Polarization:
100 watts* Vertical or Horizontal
Mast Diameter, inches (cm): Mounting:
1.25-2.00 (3.2-5.1) Rear

Boom Material:
.750” by .750” square tube
6061-T6 aluminum
** Heavy Duty: 1.0” by 1.0” square tube
6061-T6 aluminum
Termination: VSWR (50 Ohms):
Pigtail, N Female 1.2:1 typical

* Limited by feedline. Higher power ratings are available as an option.

Element Material:
.188” diameter 2011-T3 aluminum rod
** Heavy Duty: .25” diameter
6061-T6 aluminum rod
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410-6 406-420 2.75 (.84) 25 (.023) 125 (200) 2.0 (.91)
410-6H* 406-420 2.75 (.84) 42 (.039) 150 (240) 3.5 (1.6)
420-10 406-430 5 (1.68) 457 (.04) 100 (160) 2.5 (1.13)
420-10H* 406-430 11 20 41/46° 10 5 (1.68) .7 (.065) 125 (200) 45 (2.1)
460-2 450-470 3 10 711147° 2 1.1 (.33) 1(.01) 125 (200) 1.5 (.68)
460-3 450-470 5 20 67/116° 3 1.25 (.38) 125 (.012) 150 (240) 1.5 (.68)
460-6 450-470 9 17 50/62° 6 2.75 (.84) .236( 22) 125 (200) 2.0 (.91)
460-6H* 450-470 9 17 50/62° 6 2.75 (.84) 42 (.039) 150 (240) 3.5 (1.6)
460-7 450-470 10 18 46/54° 7 4 (1.22) .3 (.03) 100 (160) 2.5 (1.13)
460-7H* 450-470 10 18 46/54° 7 4 (1.22) 48 (.044) 125 (200) 3.8(1.7)
460-10 450-470 11 20 40/45° 10 5 (1.68) .7 (.065) 100 (160) 45 (2.1)
460-10H* 450-470 11 20 40/45° 10 5 (1.68) .7 (.065) 125 (200) 45 (2.1)
480-6 470-490 9 17 49/60° 6 275(84) .236( 22) 125 (200) 2.0 (.91)
480-6H* 470-490 9 17 49/60° 6 2.75 (.84 1236 (.022) 125 (200) 2.0 (.91)
480-10 470-490 11 20 40/44° 10 5.4 (1.64) 457 (.04) 100 (160) 45 (2.1)
480-10H* 470-490 11 20 40/44° 10 4 (1.64) 457 (.04) 125 (200) 45 (2.1)
500-10 490-512 11 20 39/44° 10 5.4 (1.64) 46 (.04) 100 (160) 45 (2.1)
500-10H* 490-512 11 20 39/44° 10 4 (1.64) 46 (.04) 125 (200) 45 (2.1)

* H denotes Heavy Duty construction. Heavy duty yagis are ruggedly designed to withstand ice, moisture and harsh environments.
~ Custom frequencies available.



